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Method No.: H02

Results:

Material: Stainless Steel 316
Magnification: 400X

Etching:

Cutting: FINOCUT Precision Cut-off machine with ø 150 CBN Cutting wheels  (19-152)

Mounting: Cold Mounting and Embedding Form

  Parameter Force per Time Disc Relative

Stage Sample, (N) min. Speed, rpm Rotation

DEMPAX Paper Disc 180 Grit 2  min. or

38-040-180 SiC until plane

DEMPAX Paper Disc 400 Grit

38-040-400 SiC

DEMPAX Paper Disc 800 Grit

38-040-800 SiC

FEDO-6J Cloth Diam.  6µ DIAPAT DIALUB

39-025-250 39-331-M 39-502

FEDO-1 Cloth Diam. 1µ DIAPAT DIALUB

39-065-250 39-311-M 39-502

Etching:

ContraFinal Polishing 15 3 150

300 Contra

MP Step 3. 15 3 150 Contra

MP Step 2. Water 25 2

Contra

MP Step 1. Water 25 2 300 Contra

Planar Grinding Water 25 300

Preparation Method:

Schleifen + Polieren:  FORCIMAT 2V Schleif- + Poliermaschine + FORCIMAT Automatischer Probenbeweger

Surface Abrasive Lubricant

®

The coating layer is clearly visible and can be
measured easily.
In order to prevent coating material from
breaking, the sample has been cold mounted
before cutting. 
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